
Assembly and User Instructions



Congratulations on your new Winther Kangaroo Bike

You will find tips and good advice in this user manual.

We hope you will enjoy using your Kangaroo Bike.

Features:

• The patented three-point steering system ensures stable 

but dynamic road-holding qualities.

• The front wheel suspension and multi-adjustable seats are 

comfortable and flexible, allowing plenty of legroom.

• There is plenty of space for luggage or shopping bags 

behind the seats, while the children’s position in front 

allows good contact between them and the driver.

• The plastic and aluminium components are lightweight 

and made of non-rusting material.
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• Check the brakes, chain, tyres and general state of the bike.

• Passengers should wear approved helmets.

• Use the propstand when children climb in and out of the bike.

• Make sure that passengers are seated and that they are wearing their safety 

belts correctly. 

• When riding with only one child, the child should be placed in the centre.

• The bike’s maximum load capacity is 100 kg, excl. driver. 

• Ride carefully and with consideration.

• Be aware of the width of the bike and be considerate of others in the traffic. 

• Adapt the speed to the road conditions when taking sharp bends and corners.

• When it runs without a load, the bike may tip more easily.

• When the load is heavy, the braking length of the bike is longer.

• When used after sunset, it must be fitted with two front lights and a rear light.

• The front flap protects the passengers from insects and thrown-up pebbles.

Security check and advice for use - 

Please read this before use!
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Comfortable cabin with plenty of space
and aerodynamic full-cover hood

Multi-adjustable handlebars ensure 
the correct posture for cycling

Aluminium frame and 
rust-free components

Low entry level

Separately adjustable seats 
mounted on a base rail

Adjustable steering damper 
with 6 positionsPatented 3-point steering system

Mono-hub with closed ball bearings and
double-activated hydraulic disc brakes

Torsion bar suspension

Solid double-based aluminium rims

Side windows can be opened

Number plate 

Plenty of space for luggage

Reflectors on the hood,
tyres and hood

Gear hub 
with footbrake

Luggage carrier
with rear light

Impact-resistant base
designed to repel bumps

Propstand 

Adjustable seat height
with quick release

Product features
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Frame construction: Aluminium 6061

Cabin base: Impact-resistant polyethylene, UV-stabilised

Hood: Nylon, shower-proof PVC-free fabric

Steering system: Patented 3-point steering system

Front wheel suspension: Torsion bar suspension

Front wheels: 20” x 1.75 with mono-suspended hub, double-based 

aluminium rim and hydraulic disc brakes

Back wheels: 26” x 1.75 with internal gears and footbrake

Recommended tyre pressure: 65 PSI/4,5 BAR

Net weight: 38 kg

Hood and seats: 6 kg

Load capacity: 100 kg

Wheel track spacing: 86 cm

Dimensions: Length 218 cm, width 90 cm, height 120 cm

Cabin dimensions: Length 95 cm, width 70 cm,  elbow width 77 cm,

hood height over seats 77 cm

Weight of the basic model:  28 kg 

Weight of the family model: 39 kg 

Load capacity: 100 kg, exclusive driver

Wheel track spacing: 86 cm

Technical information



6

Assembly Instructions

Please read this user instructions and keep it for possible later use. Please note

that the images may vary from depending on product version.

1.0  Attaching the front wheels 

Centre the brake disk in the brake

calliper and fit the wheel axle with

the centring washers in the swivel

arm. 

The suspension of the front wheel

allows for a relatively high tyre

pressure without reducing comfort.

Tighten up with a 19 mm open-end

wrench.

1.1

Make sure that the brake disk runs

freely in the brake calliper.
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2.0  Attaching the back frame

Tool: 5 mm Allen key  

Fit the back frame with the

handlebar in the two pipe sockets. 

Take care not to damage the gear

and brake cables.

2.1

Attach the back frame with the two

clamp fittings using a 5 mm Allen

key.  

Turn each clamp fitting so that it

fits inside the edge of the plastic

base.

3.0  Attaching the hood supports

Attach the back frame with the two

clamp fittings using a 6 Allen key.

Turn each clamp fitting so that it

fits inside the edge of the plastic

base.

Attach the two hood supports to

the back frame using a 3 mm Allen

key and 4 screws.

The left and right supports must be

fitted on the correct sides.



4.0  Attaching the sides 

of the hood

Tools: 13 mm open-end wrench  

Fit the sides of the hood into the

base.

Press the plastic hooks on the

sides of the hood into the slots on

the base.

4.1

Draw the sides of the hood

backwards 10-12 mm to lock the

plastic hooks in the slots of the

base.
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4.2

Attach the eyelet furthest back on

the hood to the base by screwing

the knob on the hood and

tightening it carefully with a 13 mm

open-end wrench. 
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5.0  Lamp holders

Fit the screw section of the lamp

holder through the eyelet on the

side of the hood and screw it

securely to the hood support using

a cap nut.

Lamps are not included when

buying a Kangaroo Bike but most

lamps are easily mounted.

4.3

Draw up the Velcro band on the

side of the hood and fit it around

the hood support. 

Adjust the Velcro straps afterwards

if necessary.

4.4

Draw the back flap of the hood

round the back frame. 

Attach the flap to the back frame

with Velcro.



6.0  Attaching the top of the

hood 

Open the window in the top of the

hood and draw the hood over the

handlebars.
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6.1

Attach the hood top round the

stem with the spring clip.

6.2

Fit the two eyelets of the back flap

over the knobs on the hood and

fasten the snap fasteners on the

back edge of the base.
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7.1

When fitting the seat, the back

seat bracket must be inserted into

the rail followed by the front

bracket.

7.2

Adjusting the seats

For maximum legroom place the

seat in the back of the cabin.

For maximum storage room place

the seat in the front of the cabin.

When the seat is placed in the

desired position it is locked with

the two quick-release handles.

7.0  Fitting and adjusting the
seats

The seats can be positioned and

adjusted individually and secure

optimal seating comfort for the

children.

- fitted with 3-point safety harness

- easy quick-release handle

- mounting of baby seat possible



7.3

Sleeping position 

Slide the seat as far forward as

possible over the foot space

attaching only the back seat

bracket in the bottom rail.
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7.4

Backwards riding position

If the seat is to be fitted facing

backwards, draw it out of the base

rail, turn it around and fit the front

bracket into the rail.

Suitable for small children as the

driver can have eye contact with

the child.
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8.0  Adjusting the handlebar

and saddle

Tools:  5 mm Allen key  

The multi-adjustable handlebar and

saddle height enable any driver to

achieve an ideal posture for riding.

The ergonomic design of the

handlebar allows varying hand

positions and support for the

elbows and forearms.

8.1

Adjust the handlebar by loosening

the screws on the stem using a

5mm Allen key.

9.0  Adjusting the steering

damper 

Lift the bike up from the right side

or lay it on the left side to carry out

the adjustment.

The adjustment screw has 6

positions. The middle damper

positions are recommended for

normal cycling (pos. 3-4).



Warranty

A. Winther A/S guarantees the Kangaroo Bike in accordance with these conditions:

• Two year warranty from the date of purchase on frame and component parts.

• The warranty on the assembly parts applies only materials and manufacturing 

defects. Damage caused by rough treatment, wear, incorrect use, inadequate

maintenance etc. will not be covered by the warranty.

• The warranty is limited to repair or, if appropriate, replacement of the component 

parts. Transport and wages are not covered. No compensation will be given for 

consequential effects.

• The purchase receipt must be presented in case of complaint.

Maintenance

• Keep the essential assembly points free from dirt.

• Check the tyres regularly and maintain the recommended tyre pressure.

• The hood can be washed with water, soap and a soft brush or sponge while it is

fitted to the bike. Do not wash the hood in a washing machine.

• The hood is shower-proof not water-proof. When parking outside it is recommended

to keep the Kangaroo Bike roofed over e.g. using a rain cover.

• The service life of the hood will be extended by not leaving the bike in direct sun

light for longer periods and using a cover instead

Accessories

• Baby seat

• Rain cover 

Revision 2.0
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info@kangaroobike.com
Design: Leif Hagerup &  Lars Malmborg


